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& Federal Airways & Airspace *
* Summary Report: New Construction s
* Antenna Structure *
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Airspace User: Carol Eubanks
File: BALMER
Location: Airway Heights, WA

Distance: .9 Statute Miles
Direction: 260° (true bearing)

Latitude: 47°-38'-47.96" Longitude: 117°-33'-47.75"
SITE ELEVATION AMSL...... 2357 ft.
STRUCTURE HEIGHT......... 80 ft.
OVERALL HEIGHT AMSL...... 2437 ft.

NOTICE CRITERIA
FAR 77.9(a): NNR (DNE 200 ft AGL)
FAR 77.9(b): NNR (DNE Notice Slope)
FAR 77.9(c): NNR (Not a Traverse Way)
FAR 77.9: NNR FAR 77.9 IFR Straight-In Notice Criteria for GEG
FAR 77.9: NNR FAR 77.9 IFR Straight-In Notice Criteria for SKA
FAR 77.9(d): NNR (Off Airport Construction)

NR = Notice Required

NNR Notice Not Required

PNR = Possible Notice Required (depends upon actual IFR procedure)
For new construction review Air Navigation Facilities at bottom

of this report.

Il

Notice to the FAA is not required at the analyzed location and height for
slope, height or Straight-In procedures. Please review the 'Air

Navigation'
section for notice requirements for offset IFR procedures and EMI.

OBSTRUCTION STANDARDS

FAR 77.17(a) (1): DNE 499 ft AGL

FAR 77.17(a) (2): DNE - Airport Surface
FAR 77.19(a): DNE - Horizontal Surface
FAR 77.19(b): DNE - Conical Surface

FAR 77.19(c): DNE - Primary Surface

FAR 77.19(d) DNE - Approach Surface

FAR 77.19(e): DNE - Transitional Surface

VFR TRAFFIC PATTERN AIRSPACE FOR: GEG: SPOKANE INTL
Type: A RD: 7082.741 RE: 2380
FAR 77.17(a) (1) : DNE



FAR 77.17(a) (2): DNE - Height No Greater Than 200 feet AGL.
VFR Horizontal Surface: DNE
VFR Conical Surface: DNE
VFR Approach Slope: DNE
VFR Transitional Slope: DNE

The structure is within VFR - Traffic Pattern Airspace Runway Side Area.
Structures that exceed horizontal, conical, and/or 500' AGL will receive
a hazard determination from the FAA.

The structure is within VFR - Traffic Pattern Airspace Climb/Descent Area.
Structures exceeding the greater of 350' AAE, 77.17(a) (2), or VFR

horizontal
and conical surfaces will receive a hazard determination from the FAA.

Maximum AMSL of Climb/Descent Area is 2735 feet.

VFR TRAFFIC PATTERN AIRSPACE FOR: SKA: FAIRCHILD AFB
Type: A RD: 18632.49 RE: 2414

FAR 77.17(a) (1): DNE

FAR 77.17 (a) (2) : DNE - Height No Greater Than 200 feet AGL.
VFR Horizontal Surface: DNE

VFR Conical Surface: DNE

VFR Approach Slope: DNE

VFR Transitional Slope: DNE

TERPS DEPARTURE PROCEDURE (FAA Order 8260.3, Volume 4)
FAR 77.17(a) (3) Departure Surface Criteria (40:1)
DNE Departure Surface

MINIMUM OBSTACLE CLEARANCE ALTITUDE (MOCA)
FAR 77.17(a) (4) MOCA Altitude Enroute Criteria
The Maximum Height Permitted is 3500 ft AMSL

PRIVATE LANDING FACILITIES

FACIL BEARING RANGE DELTA ARP FAA
IDENT TYP NAME To FACIL IN NM ELEVATION IFR
8AN6 AIR ISAACSON 278.93 4.86 +27

No Impact to VFr Transitional Surface.
Below surface height of 386 ft above ARP.

07WA HEL DEACONESS HOSPITAL 86.72 5.63 +327
No Impact to Private Landing Facility
Structure is beyond notice limit by 29208 feet.

ATR NAVIGATION ELECTRONIC FACILITIES

FAC ST DIST DELTA GRND
APCH

IDNT TYPE AT FREQ VECTOR (ft) ELEVA ST LOCATION
ANGLE BEAR



GEG RADAR ON 2745. 164.14 10213 +16 WA SPOKANE INTL

07 No Impact. EMI Notice is not required for this structure.
The studied location is within 5 NM of a Radar facility.
The calculated Radar Line-0Of-Sight (LOS) distance is: 121 NM.
This location and height is within the Radar Line-Of-Sight.
GEG ATCT ON 147.56 10562 -20 WA SPOKANE INTL
o Notice Not Required for Stations operating with an ERP no greater than
2300 watts and frequencies are within the FAA/FCC co-location policy frequency
bands. If ERP of 3500 watts is exceeded notice to the FAA is required.
OLJ LOCALIZER I 111.1 112.44 12820 +121 WA RWY 03 SPOKANE IN
o 22EG LOCALIZER U 111.1 169.83 14284 +57 WA RWY 21 SPOKANE IN
2 21S‘RC LOCALIZER I 110.3 241.57 17608 +25 WA RWY 05 FAIRCHILD
08 4C8)TX RADAR WXL Y 308.75 19765 -12 WA SPOKANE
0 SKA ATCT ON 240.03 25898 -109 WA FAIRCHILD AFB
e SKA TACAN R NA 241.28 27770 -1 WA FAIRCHILD
000 CRK NDB I 38 68.32 29985 +690 WA CANYON
b2 GEG VORTAC R 115.5 207.74 33682 -319 WA SPOKANE
o OMI RADAR ARSR Y 1277.7 102.71 121824 -2810 WA Spokane (Mica Pea -
b COE VOR/DME I 108.8 75.5‘ 188634 +144 ID COEUR D'ALENE
.04

Report and Order FCC 13-115
AM STUDY NOT REQUIRED: Structure is not near a FCC licensed AM station.
Movement Method Proof as specified in 73.151(c) 1is not required. Please
review 'AM Station Report' for details.

Nearest AM Station: KSBN @ 10924 meters.
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